
M. S. FOSTER & ASSOCIATES 
1866 North Country Lane   *   Michigan City, IN 46360 

Phone: 1-219-879-9225 * Toll Free: 1-888-452-4053 * Fax: 1-219-879-9313 
E-Mail: msfoster@msfoster.com

Rear Vision / Backup Monitoring Systems 
BM-550A / BC-74-D (or L) Camera

 

 

5.5" Car Rear Vision Monochrome 
(2 channel 6 pin mini din jack)

 

60' Extension 
Cable

 

B/W Camera w/IR LED

 
 

SPECIFICATIONS: BM-550A

Model No. BM-550A

 Construction  Plastic cabinet

 Finish  Gray soft coat finish

 Dimensions (W x H X D)  165 x 162.3 x 184mm

 Picture tube dimension 
(Measured diagonally)

 5.5" (14cm)

 Weight (per unit)  N.W/G.W.: 1.8kg/3kg

 Master Carton  8 pcs/ctn

 Front control

 Power ON/OFF: push button switch 
 CONSTRAST/BRIGHT: rotary control 
 A/B Camera sitch: push button 
 Day/Night Bright: push button



 With Audio Monitor  Volume: rotary control

 ELECTRICAL

 DC Power Source  12-24VDC

 Power Consumption  12.5W

 Input Signal  0.7 to 1.5 Vp-p Composite video

 Input Impedance  75 Ohms

 Bandwidth  100Hz-10MHz

 RESOLUTION

 Center  1,000 lines

 Corner  700 lines

 Overscan  8% (min), 11% (max)

 OPERATING SYSTEM

 EIA Horizontal  15,750Hz+400Hz

 EIA Vertical  60Hz

 CCIR Horizontal  15,750Hz+400Hz

 CCIR Vertical  50Hz

 CONNECTIONS

 Input connector (Audio)  6-pin mini din jack

 Power Connector
 White: 12-24 Vdc input 
Black: GND 
Green: Reverse gear

 Audio Input Signal  10-150mVp-p

 Audio Input Impedance  50kΩ

 Audio Power Amplifier  0.5W / Ω

 Speaker  Included

 ENVIROMENTAL

 Operation Temperature  -10 to 50ºC (14 to 122ºF)

 Storage Temperature
 -20 to 70ºC (-4 to 158ºF) 
 (30-90%RH)

 
 

SPECIFICATIONS: BC-74-D (or L) Camera

Model No. BC-74-D (or L) Camera



 Pick-up Device  1/3" image sensor interline transfer CCD

 Image Size  4.82 x 3.64mm

 Elements
 EIA:510(H) x 492(V)   CCIR: 500(H) x 582
(V)

 Horizontal Resolution  More than 400 TV lines

 Shutter Control
 EIA:1/60~1/100,000sec. CCIR 
1/501/100,000sec.

 Scanning System  2:1 Interface

 Synchronization  Internal

 S/N Ratio  More than 48dB (AGC OFF)

 Gain Control  AUTO

 Sensitivity  0 lux /F1.2 By IR LED

 Video Output  Composite 1.0Vp-p / 75 Ohm

 Power Consumption  3w (Max)

 Dimension  104.6mm(D) x 62mm(W) x 62mm(H)

 Weight (per unit)  650g

 Scanning Frequency
 H: EIA: 15.750KHz /   CCIR: 15.625KHz 
 V: EIA 60Hz / CCIR: 50 Hz

 DC Power Source  DC9~12V

 Lens Mount  Board lens 2.5mm / F2.5

 Lens View Angle  115.5 degrees

 IR LED Type  850nm/Auto control by CDS

 IR LED ON  Under 35~50 lux

 IR LED Project Distance  5 meters Max

 Operation Temperature  -10 to 50ºC (14 to 122 ºF)

 Storage Temperature  -30 to 60ºC (-4 to 158 ºF)

 
For more information please call M.S. Foster & Associates at 1-888-452-4053

 
 

Advantage Signs  \  Backup Sensor  \  Backup Monitoring Systems  \  Camera Washing System  
 

Computer Alignment & Frame Correction  \  Cougar® Truck Vibrators  \  Headlight Washing System  
 

Light Bars  \  Load N Lock  \  Pneumatic Rocker Switches  \  Portable Truers  \  SilBlades  
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